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Hierarchic basis functionsA coupled hygro-thermo-mechanical computational model is proposed for fibre reinforced polymers, for-
mulated within the framework of Computational Homogenisation (CH). At each macrostructure Gauss
point, constitutive matrices for thermal, moisture transport and mechanical responses are calculated
from CH of the underlying representative volume element (RVE). A degradation model, developed from
experimental data relating evolution of mechanical properties over time for a given exposure tempera-
ture and moisture concentration is also developed and incorporated in the proposed computational
model. A unified approach is used to impose the RVE boundary conditions, which allows convenient
switching between linear Dirichlet, uniform Neumann and periodic boundary conditions. A plain weave
textile composite RVE consisting of yarns embedded in a matrix is considered in this case. Matrix and
yarns are considered as isotropic and transversely isotropic materials respectively. Furthermore, the com-
putational framework utilises hierarchic basis functions and designed to take advantage of distributed
memory high performance computing.
 2016 The Authors. Published by Elsevier Ltd. This is an openaccess article under the CCBY license (http://
creativecommons.org/licenses/by/4.0/).1. Introduction
Fibre reinforced polymer (FRP) composites have exceptional
mechanical and chemical properties, including light weight, high
specific strength, fatigue and corrosion resistance, low thermal
expansion and high dimensional stability. They are commonly used
in engineering application including aerospace, ships, offshore plat-
forms, automotive industry, prosthetics and civil structures [1,2].
Textile or woven composites is a class of FRP composites, in which
interlaced fibres are used as reinforcement, which provides full
flexibility of design and functionality due to the mature textile
manufacturing industry [3]. A detailed review, explaining the
design and fabrication of textile preforms including weaving,
knitting, stitching and braiding with their potential advantages
and limitations is given in [4]. As compared to the standard lami-
nated composites, textile composites have better damage and
impact resistance, better through-thickness properties and reduced
manufacturing cost. However, waviness of the yarns in the textile
composites reduces the tensile and compressive strengths [5].Due to their complicated and heterogeneous microstructure,
Computational Homogenisation (CH) provides an accurate mod-
elling framework to simulate the behaviour of FRP composites
and determine the macro-scale homogenised (or effective)
properties, including mechanical stiffness, thermal conductivity
and moisture diffusivity, based on the physics of an underlying,
microscopically heterogeneous, representative volume element
(RVE) [6–10]. The homogenised properties calculated from the
multi-scale CH are subsequently used in the numerical analysis of
the macro-level structure. A variety of analytical and numerical
homogenisation schemes have been developed for textile based
FRP composites, which are normally based on the existence of an
RVE and focus attention on the mechanical behaviour. Analytical
methods are quick and easy to use but generally give poor estimates
of the homogenised properties and are normally based on oversim-
plified assumptions of the microstructure and states of stress and
strain. In the literature, some of the analytical homogenisation
schemes, with their potential applications and limitations high-
lighted, are given in [10–14]. Numerical techniques, on the other
hand, can accurately estimate the homogenised properties by cap-
turing accurately the intricate micro-structure exactly but are com-
putationally expensive. Examples of numerical homogenisation
schemes applied to FRP composites can be found in [15–20]. A
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homogenisation techniques for the mechanical properties of the
textile composite is given in [21].
During their service lives, FRP structures can be exposed to harsh
hygro-thermal environmental conditions in addition to mechanical
loading, which can lead to matrix plasticisation, hydrolysis and
degradation of fibres/matrix interfaces [22–24]. In the long-term,
these processes significantly reduce the mechanical performance
of these structures. Therefore, understanding heat and moisture
transport mechanisms and their effect on the mechanical
performance are fundamental for assessing the long-term use of
FRP structures. Effective diffusivities of FRP composites with imper-
meable fibres were studied in [25] within the context of FEM, con-
sidering the variation in fibre volume within square and hexagonal
unit cells. In [26], effectivemoisture diffusivity as a function of tem-
perature and fibre volume fraction were investigated for FRP com-
posites with permeable fibres using a unit cell approach. For textile
composites, moisture transport was studied in [22,23] as a function
of variation in tow architectural parameters, e.g. towwaviness, tow
cross-section shape andwave pattern. Transientmoisture transport
in multilayer textile composites was investigated in [27]. An anal-
ogy between thermal and moisture transport analysis was used in
[28] to study the moisture diffusion and corresponding weight gain
for carbon braided composites. In [24,29], a multi-scale CH frame-
work based on the hygro-mechanical analysis was proposed while
using a two-dimensional RVEwith randomly distributed fibres in 0
and 90 directions. A two way coupling was considered between
the mechanical andmoisture transport analysis and amodel reduc-
tion scheme was used to reduce the computational cost. For the
composite material, deformation dependent diffusion at finite
strains was considered in [30]. Masonry wall reinforced with FRP
reinforcement was studied in [31] while considering hygro-
thermo-mechanical analysis. A recent review article [32], explains
different degradation mechanism for FRP composites in connection
with different environmental conditions.
In this paper, a coupled hygro-thermo-mechanical computa-
tional framework based on the multiscale CH is proposed for FRP
composites. At each integration point, an RVE consisting of single
plain weave textile composite is considered, consisting of yarns
embedded in the matrix. Elliptical cross sections and cubic spline
paths are used to model the geometry of these yarns. Separate RVEs
are considered for the heat transfer, moisture transport and
mechanical CH. One-way coupling is considered in this case, i.e.
mechanical analysis is assumed to be dependent on both moisture
transport and thermal analyses but any influence on the moisture
or thermal behaviour due to the mechanical behaviour is ignored.
A degradation model, developed from experimental data relating
evolution of mechanical stiffness over time for given exposure tem-
peratures and moisture concentration was also developed and
incorporated in the proposed computational framework. A unified
approach is used to impose the RVE boundary conditions, which
allows convenient switching between the different RVEs boundary
conditions (linear Dirichlet, uniform Neumann and periodic) [33].
For a given size of RVE the periodic boundary conditions gives a bet-
ter estimation of the homogenisedmaterial properties as compared
to linear Dirichlet and uniform Neumann boundary conditions,
which give an upper and lower limit [33–35] respectively.
The developed computational framework utilises the flexibility
of hierarchic basis functions [36], which permits the use of
arbitrary order of approximation, thereby improving accuracy for
relatively coarse meshes. For the thermal and moisture transport
analyses both matrix and yarns are assumed as isotropic materials,
while for the mechanical analysis, the yarns are considered as
transversely isotropic materials. The required principal directions
of the yarns for the transversely isotropic material model are calcu-
lated from potential flow analysis along these yarns. Furthermore,distributed memory high performance computing is used to reduce
the computational cost associated with the current multi-scale and
multi-physics computational framework.
This paper is organised as follows. Themulti-scale CH framework
and corresponding implementation of the RVE boundary conditions
are described in Section 2. Transient heat and moisture transport
analyses along with their FE implementation are discussed in Sec-
tion 3. The derivation of the degradation model from the experi-
mental data is next explained in Section 4. The overall multi-scale
and multi-physics computational framework is described in detail
in Section 5. Computation of yarns directions are explained in Sec-
tion 6. A three-dimensional numerical example and concluding
remarks are given in Sections 7 and 8 respectively.
2. Multi-scale computational homogenisation
In multi-scale CH, a heterogeneous RVE is associated with each
Gauss point of the macro-homogeneous structure. Multi-scale CH
gives us directly the macro-level constitutive relation, allows us
to incorporate large deformation and rotation on both micro- and
macro-level and both physical and geometric evolution can be
included on both micro- and macro-level [34]. The multi-scale
CH procedure and corresponding implementation of RVE boundary
conditions is described initially for the mechanical case, which is
subsequently extended to corresponding thermal and moisture
transport cases. The first order multi-scale CH is used in the paper,
the basic principle of which is shown in Fig. 1, where X  R3 and
Xl  R3 are macro and micro domains respectively. Macro-strain
e ¼ e11 e22 e33 2e12 2e23 2e31½ T is first calculated at each
Gauss point x ¼ x1 x2 x3½ T of the macro-structure, which is
then used to formulate the boundary value problem on the
micro-level. After solution of the micro-level boundary value prob-
lem, homogenised stress r ¼ r11 r22 r33 r12 r23 r31½ T
and stiffness matrix C are calculated. Separation of scales is
assumed in the first-order CH, i.e. the micro length scale is consid-
ered to be very small compared to the macro length scale and the
macro-strain field attributed to each RVE is assumed to be uniform.
Therefore, first-order CH is not suitable for problems with large
strain gradient (but can be used for problems subjected to large
strain) and cannot be used to take into account micro-level geo-
metric size effects [7,34]. On the micro-level at any point
y ¼ y1 y2 y3½ T the displacement field is written as [37–39]
ulðyÞ ¼ eðxÞy þ eulðyÞ; ð1Þ
where ey is a linear displacement field and eul is a displacement
fluctuation. The micro-strain associated with point y is written as
elðyÞ ¼ rsul ¼ eðxÞ þ ~eðyÞ; ð2Þ
where ~eðyÞ ¼ rs~ul is the strain fluctuation at the micro-level and
rs is the symmetric gradient operator. Furthermore, volume aver-
age of the micro-strain is equivalent to the macro-strain:
eðxÞ ¼ 1
V
Z
Xl
elðyÞdXl ¼ eðxÞ þ 1V
Z
Xl
~elðyÞdXl; ð3Þ
where V is the volume of the RVE. It is clear from Eq. (3) that the
volume average of the strain fluctuation is zero, i.e.
1
V
Z
Xl
~elðyÞdXl ¼ 0: ð4Þ
The micro-equilibrium state in the absence of body force is
written as
divðrlÞ ¼ r  rl ¼ 0; ð5Þ
Fig. 1. Multi-scale computational homogenisation.
Z. Ullah et al. / Computers and Structures 181 (2017) 21–31 23or in the variational formZ
Xl
rlðyÞ : rsgldXl 
Z
@Xl
tðyÞ  gl@Xl ¼ 0; ð6Þ
where t is an external applied traction and gl is a virtual displace-
ment. No constitutive assumption is made for the macro-level prob-
lem, and the macro-stress r is determined by volume averaging of
the micro-stress rl, i.e.
rðxÞ ¼ 1
V
Z
Xl
rlðyÞdXl: ð7Þ
To determine consistent RVE boundary conditions Hill-Mandel
principle is used, which equates the work done at the micro and
macro levels, i.e.
e : r ¼ 1
V
Z
Xl
el : rldXl; ð8Þ
After combining Eqs. (8), (7), (6) and (1), we obtainZ
@Xl
tðyÞ  g@Xl ¼ 0; ð9Þ
i.e. the virtual work associated with the traction t vanishes and the
variational form of the equilibrium Eq. (6) reduce toZ
Xl
rlðyÞ : rsgldXl ¼ 0: ð10Þ
Thus, on the RVE level, the problem reduces to the calculation of the
displacement fluctuation eul for a given macro-strain e.
In this work, we consider three types of RVE boundary condi-
tions, which can be shown to satisfy the Hill-Mandel principle
[33,35].
1. Linear boundary displacement (Dirichlet): In this case, the dis-
placement fluctuation eul are assumed as zero over the bound-
ary of the RVE, which leads to fully prescribed displacements on
the RVE boundaryulðyÞ ¼ eðxÞy; 8y 2 @Xl: ð11Þ
2. Periodic boundary conditions: In this case it is assumed that
displacement fluctuation eul is periodic and traction is anti-
periodic, i.e.~ulðyþÞ ¼ ~ulðyÞ
tðyþÞ ¼ tðyÞ

8 pairs yþ; yf g; ð12Þ
where yþ and y are a pair of points on the opposite boundary of
the RVE, i.e. @Xþl and @X

l respectively.3. Uniform traction (Neumann) boundary conditions: In this case
the traction on the boundary of the RVE is written in term of
the macro-stress r, i.e.t ¼ r  n; ð13Þ
where n is the outward normal of the RVE boundary.
The imposition of these different type of RVE boundary condi-
tions leads to different responses of the RVE. The linear displace-
ment boundary condition gives the stiffest response followed by
periodic, while the uniform traction boundary condition imposes
the least kinematic constraint. In this paper, RVE boundary condi-
tions are prescribed using the procedure given in [33] with exten-
sion to three-dimensions. The final discretised system of equations
in the case of the RVE is written as
K CT
C 0
" #
u
k
 
¼ 0
De
 
; ð14Þ
where K and u are the standard FE stiffness matrix and displace-
ment vector and k is the unknown vector of Lagrange multipliers
required to impose the RVE boundary conditions. Matrices C and
D are given as
C ¼
Z
@Xl
HNTNd@Xl; D ¼
Z
@Xl
HNTXd@Xl: ð15Þ
In Eq. (15), N is a matrix of shape functions and X is a matrix of spa-
tial coordinates, evaluated at Gauss points during numerical inte-
gration of the surface integrals in Eq. (15) and is given as
X ¼ 1
2
2y1 0 0 y2 y3 0
0 2y2 0 y1 0 y3
0 0 2y3 0 y1 y2
264
375: ð16Þ
Furthermore, H is a matrix that is specific to the type of bound-
ary conditions used, each row of which represents an admissible
distribution of nodal traction forces on the RVE boundary [33].
The specific choice of H in case of linear displacement, periodic
and uniform traction boundary conditions can be found in [33,39]
and is not repeated here. Method of static condensation and
projection matrices are alternative procedures to solve system of
Eqs. (14) [33].
To determine the homogenised stress, the right hand side of Eq.
(8) is written in term of surface quantities, i.e.
e : r ¼ 1
V
Z
@Xl
t  uld@Xl: ð17Þ
24 Z. Ullah et al. / Computers and Structures 181 (2017) 21–31Furthermore, the work done by the traction on displacements is
equal to the work of the generalised tractions (Lagrange multipli-
ers) on the generalised displacements (strains):
uTt ¼ ðDeÞTk: ð18Þ
With reference to Eqs. (17) and (18), the homogenised stress
can be determined as:
r ¼ 1
V
DTk ð19Þ
For the macro-level finite element analysis, material stiffness
matrix C need to be determined at each Gauss point. The relation-
ship between macro-stress and strain is written as
r ¼ Ce: ð20Þ
To compute the homogenised stiffness matrix C, six linear sys-
tem of equations for the RVE need to be solved for a given set of
unit strain vectors. This will give a set of homogenised stresses, i.e.
C ¼ r1 r2 r3 r4 r5 r6 ; ð21Þ
where for example:
r1 : for e ¼ 1 0 0 0 0 0½ T
r4 : for e ¼ 0 0 0 1 0 0½ T :
ð22Þ
In each of the six cases, only the right-hand side of the system of
Eq. (14) changes, which is solved very efficiently as the left-hand
side matrix is factorised only once.
Computational homogenisation for thermal and moisture
transport cases are very similar and is presented as a single case
in the following. The complete derivation is not repeated due to
its similarity with the mechanical counterpart but only the key
differences are highlighted. The gradient of macro field
rw ¼ @w@x1 @w@x2 @w@x3
h iT
is used to formulate the boundary value
problem on the micro-level, where w ¼ T; c is a scalar field (tem-
perature and moisture concentration respectively). The homoge-
nised flux qw ¼ qx1w qx2w qx3w
 T
and corresponding conductivity
matrix Kw are next obtained after solution of RVE’s boundary value
problem. The complete homogenisation process for this case is also
shown in Fig. 1. Similar to Eq. (14), the final discretised system of
equations in this case is written as:
Kw C
T
w
Cw 0
" #
wl
kw
 
¼ 0
Drw
 
; ð23Þ
where Kw and wl are the standard FE conductivity matrix and vector
of field values (temperature or moisture concentration) respec-
tively. kw is a vector of Lagrange multipliers, requires to impose
the RVE boundary conditions. In contrast to the three Lagrange mul-
tipliers per node for the mechanical case, only one Lagrange multi-
plier per node is required for temperature and moisture transport
RVEs. Equations for both Cw and D remains the same as their
mechanical counterpart in Eq. (15), albeit with reduced dimensions
due to there being only one degree of freedom per node. The matrix
for special coordinates, Eq. (16) is modified as
X ¼
y1 0 0
0 y2 0
0 0 y3
264
375: ð24Þ
Furthermore, with reference to Eq. (19), the homogenised flux is
written as:
qw ¼
1
V
DTkw: ð25ÞThe homogenised flux qw and gradient of field values rw are
related with the following equation:
qw ¼ Kwrw: ð26Þ3. Macro-level transient field problems
FRP structures on the macro-level are generally exposed to
hygro-thermal environmental conditions and require a detailed
heat and moisture transport analysis. In this paper, conduction
and diffusion models are considered for the heat and moisture
transport analysis respectively, both of which can be represented
by the following governing equation (conservation of energy for
heat transfer and conservation of mass for moisture transport)
qcp
@w
@t
¼ Kx1w
@2w
@x21
þ Kx2w
@2w
@x22
þ Kx3w
@2w
@x23
; ð27Þ
where t is time, q and cp are macro-level density and specific heat
capacity respectively. Kx1w ; K
x2
w and K
x3
w are thermal or moisture con-
ductivities in x1; x2 and x3 directions respectively, and are assumed
to be independent of temperature T or moisture concentration c. In
Eq. (27), it is assumed that heat and moisture transport are gov-
erned by Fourier’s law and Fick’s law respectively. Fourier’s law
for the heat conduction is expressed as
qT ¼ KTrT; ð28Þ
where qT ¼ qx1T qx2T qx3T
 T is a vector of heat fluxes and KT is
matrix of thermal conductivities and is written as
KT ¼
Kx1T 0 0
0 Kx2T 0
0 0 Kx3T
264
375: ð29Þ
Similarly, Fick’s law is written as
qc ¼ Dcrc; ð30Þ
where qc ¼ qx1c qx2c qx3c
 T is a vector of moisture fluxes and Dc is
matrix of moisture diffusivities and is written as
Dc ¼
Dx1c 0 0
0 Dx2c 0
0 0 Dx3c
264
375; ð31Þ
where Dx1c ; D
x2
c and D
x3
c are moisture diffusivities in x1; x2 and x3
directions. Using Eq. (27), the relationship between diffusivity and
conductivity is written as
Dw ¼ Kwqcp : ð32Þ
Eq. (27) is discretised in the standard way:
w ¼ Nw: ð33Þ
with N ¼ N1 N2    Nn½  and w ¼ w1 w2    wn½ T the
vectors of shape functions and nodal degrees of freedom. Thus,
the discretised form Eq. (27) is written as [40]
C
@w
@t
þKww ¼ f; ð34Þ
where
C ¼
Z
X
qcpN
T
N dX; ð35Þ
Kw ¼
Z
X
BTKwBdX; ð36Þ
Z. Ullah et al. / Computers and Structures 181 (2017) 21–31 25and
f ¼
Z
@Xq
qsN
Td@Xq; ð37Þ
where qs ¼ qwn with n ¼ nx1 nx2 nx3½ T , the vector of normal
direction cosines. Finally, B is the matrix of shape functions deriva-
tives and @Xq is the boundary with specified fluxes.
4. Degradation model
A fully generalised degradation model has been developed
based on experimental data for the mechanical properties of FRP
composites subjected to different hygro-thermal environmental
conditions. The experimental data provided by our project partner
at the University of Bath, UK, involves accelerated ageing,
i.e. immersing of FRP composites samples in hot distilled water
with exposure temperatures of 25 C, 40 C, 60 C and 80 C, where
different mechanical parameters (tensile strength, shear strength,
young modulus and shear modulus) are recorded after 0, 28, 56
and 112 days. The proposed model can be used to predict the
mechanical properties of FRP composites with given histories of
environmental exposure temperature and moisture concentration.
The FRP composite used for the experimental studies is pultruded
E-glass fibre reinforced (isophthalic polyester) polymer.
The experimental data for the degradation of shear modulus
with ageing for different exposure temperature is shown in
Fig. 2, which shows a clear decreasing trend for the exposure tem-
peratures of 25 C, 60 C and 80 C. The degradation data for the
exposure temperature 40 C is not consistent with the other three
and is ignored in the subsequent analysis. An exponential trend of
the form
GjTðtÞ ¼ Goeat ; ð38Þ
is assumed, where T is exposure temperature in C, GjT is shear
modulus at temperature T; Go ¼ 3:76 GPa is shear modulus for
the dry FRP sample, a is model parameter and t is time in days.
An exponential trend is chosen for its simplicity, requiring only
one model parameter a. Furthermore, due to an exponential trend,
shear modulus will tends to zero for degradation over a very long
period, i.e. limt!1G ¼ 0. Comparison between the experimental
and the exponential curves fitted to the experimental data (using
the MATLAB Curve Fitting Toolbox) is shown in Fig. 3, where values
of the model parameter a are 0.0023, 0.0027 and 0.0040 for the
exposure temperatures of 25 C, 60 C and 80 C respectively.0 20 40 60 80 100 120
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Fig. 2. Experimental data for the degradation of shear modulus over time for
different temperatures.Parameter a represents the rate of degradation of the FRP material
and increases with exposure temperature. In generalised form, for
any exposure temperature T, Eq. (38) is written as
GðT; tÞ ¼ GoeaðTÞt ; ð39Þ
where aðTÞ is function of temperature and is written as
aðTÞ ¼ b ln 1 T
Tg
 
; ð40Þ
where Tg is the glass transition temperature and b is a model
parameter. In this case, an experimentally calculated glass transi-
tion temperature of 126 C is used. The specific choice of Eq. (40)
is based on the general observation that the degradation stops at
T ¼ 0 K ¼ 273:15 C and increases rapidly at T ! Tg . Using the
values of a already estimated for the exposure temperature of
25 C, 60 C and 80 C, a value of b can be estimated using least
square fitting, i.e. minimisation of the following equation w.r.t. b
(See. Fig. 4)
FðbÞ ¼
X3
i¼1
ai  b ln 1 TiTg
  	2
; ð41Þ
leading to a value of b ¼ 0:001682. Using this value, a comparison
with the fitted exponential curves is shown in Fig. 3 indicating very
good agreement. Furthermore, the least square fitted curve adheres
to the aforementioned assumption for the rate of degradation at
T ¼ 0 K and T ¼ Tg . Combining Eqs. (39) and (40), the degradation
model is written as
GðT; tÞ ¼ Goe
b ln 1 TTg
h i
t
: ð42Þ
A comparison between the experimental data, fitted exponen-
tial curves and the proposed degradation model (Eq. (42)) is shown
in Fig. 5.
The degradation model in Eq. (39) is next adapted to include the
degree of moisture exposure. A new model parameter is intro-
duced, c, that is dependent on moisture concentration, c, and Eq.
(42) is modified as follows:
GðT; tÞ ¼ Goe
bcðcÞ ln 1 TTg
h i
t
: ð43Þ
In this paper, due to the lack of experimental data, a simple lin-
ear relationship for cðcÞ is proposed (shown in Fig. 6), i.e. for fully
saturated sample (e.g. sample fully immersed in water)
cðc ¼ 1Þ ¼ 1 and cðc ¼ 0Þ ¼ 0. Thus Eq. (43) becomesFig. 3. Degradation of shear modulus over time for different temperatures
(experimental and fitted exponential curves).
Fig. 7. Flow chart for the computational framework.
Fig. 5. Comparison of model predictions with experimental and fitted values of
shear modulus.
Fig. 4. aðTÞ versus temperature (experimental and least square fitting).
Fig. 6. cðcÞ versus moisture concentration c.
26 Z. Ullah et al. / Computers and Structures 181 (2017) 21–31GðT; c; tÞ ¼ Goe
cb ln 1 TTg
h i
t
: ð44Þ
Eq. (44) is next modified for the real case of temporally varying
temperature TðtÞ and moisture concentration cðtÞ, which in the rate
form is written as(45)We have assumed that the degradation process is very slow
compared to the daily variation of temperature T and moisture
concentration c. This degradation model is now generalised for
the matrix isotropic damage, with the assumption that it degraded
in a similar way as shear modulus, and is expressed as
d
dt
ð1xÞ ¼ cb ln 1 T
Tg
 	
ð1xÞ; ð46Þ
where x is the isotropic damage parameter, with x ¼ 0 equivalent
to no degradation and x ¼ 1 is full degradation. This degradation
model is discretised in time using an implicit Backward Euler
Method.5. Computational framework
The proposed computational framework, composing a series of
micro and macro-level analyses, is implemented in our group’s FE
software MoFEM (Mesh Oriented Finite Element Method) [41]. The
detailed flow chart for the computational framework is shown in
Fig. 7. In this paper, one-way coupling is assumed, i.e. mechanical
analysis is dependent on thermal and moisture transport analyses
but not vice versa. Furthermore, it is also assumed that thermal
and moisture transport analyses are independent of each other.
The conductivity matrices KT and Kc for these analyses are deter-
mined from CH of the underlying RVEs with known conductivities
for matrix and yarns materials. Both KT and Kc are calculated only
once and are used subsequently for each Gauss point and every
time step for the macro-level heat transfer and moisture transport
analysis respectively. At each time step, temperature T and mois-
ture concentration c fields are saved to the macro-mesh, which
are used to calculate the degradation parameter 1x.
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F ¼ d
dt
ð1xÞ þ cb ln 1 T
Tg
 	
ð1xÞ: ð47Þ
Discretisation of the degradation parameter follows the stan-
dard form:
ð1xÞh ¼NWð1xÞ; ð48Þ
where ð1xÞh is the approximation of ð1xÞ andWð1xÞ is vector
of unknown nodal values of ð1xÞ. In the discretised form Eq. (47)
is written as
F ¼
Z
X
N
T dNWð1xÞ
dt
þ cb ln 1N T
Tg
 	
NWð1xÞ
 	
dX ð49Þ
Furthermore, the Jacobean associated with Eq. (47) is written asFig. 9. Representative volume elemen
20
40
1
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(a) Geometry (b) Macro-mesh
B
A
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D
Fig. 8. Macro-level geometry and mesh for the numerical example.J ¼ @F
@ð1xÞ þ a
@F
@ ð1xÞ
 ; ð50Þ
where ð1xÞ

¼ dð1xÞdt and a is a positive shift, the value of which
depends on the integration scheme used. In discretised form Eq.
(50) is written as
J ¼
Z
X
N
T cb ln 1N T
Tg
 	
þ a
 	
dX ð51Þ
Solution of Eqs. (49) and (51) leads to field ð1xÞ on the macro-
mesh for each time step. At each time step, the macro-mechanical
problem consisting of linear elastic analysis is next solved using
the fully nested FE2 algorithm. At each macro-level Gauss point,
the degradation parameter ð1xÞ is calculated and transferred to
the underlying mechanical RVE. Degradation is considered only
for the matrix part of the mechanical RVE; the fibres remain unde-
graded at present. The homogenised matrix C is calculated for each
mechanical RVE and passed back to the macro-Gauss point to be
used in the subsequent macro-mechanical analysis.
6. Heuristic method for computation of yarn directions
In order to re-orient the known stiffness matrix for the
transversely isotropic material from the local coordinates to global
coordinates, the yarn directions at each Gauss point need to be
determined. To do this it is possible to simply use the cubic splines
that were used to construct the yarns. However, this can lead to
inaccuracies in the case of yarns with non-uniform cross-sections
along their length. An alternative approach is proposed here in
which the yarn directions are determined by solving the potentialt geometry and yarn directions.
Table 1
RVE geometry parameters (all dimension in mm).
Parameters Values Parameters Values
Wwarp 0.3 Wweft 0.3
Hwarp 0.1514 Hweft 0.0757
hgapwarp 0.09 hgapweft 1.2
LRVE 3.0 vgap 0.012
WRVE 0.78
HRVE 0.3
Table 2
RVE mechanical parameters (all modulii in GPa).
Fibres properties Matrix
properties
Ep Ez mp mz Gpz E m
17.5 35 0.26 0.26 8.75 3.5 0.3
28 Z. Ullah et al. / Computers and Structures 181 (2017) 21–31flow field separately along each yarn. The governing equation for
potential flow is given as
r2/ ¼ @
2/
@y21
þ @
2/
@y22
þ @
2/
@y23
¼ 0; ð52Þ
where / is the stream function, the gradient of which, i.e. r/ ¼ v
subsequently determines the yarn directions. A detailed description
of how to transfer the stiffness matrix for transversely isotropic
material between local and global coordinate axes is given in previ-
ous publications [39,42,43].
7. Numerical example
A macro-level three-dimensional plate structure with a hole is
considered, the geometry for which is shown in Fig. 8(a). For the
macro-level thermal problem a temperature of 80 C is applied to1 1.5
0
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Fig. 10. Diagonal elements of the homogenised matrices KT ; Dc and C inthe top and bottom surfaces and constant heat flux is applied to
the left and right surfaces. Similarly, for the moisture transport
problem, a constant concentration of 1 (100% RH) is applied to
the top and bottom surfaces and constant moisture flux is applied
to the left and right surfaces. For the macro-mechanical analysis, a
uniform pressure of 1000 MPa is applied along the upper and lower
faces in the vertical direction. Due to symmetry of the geometry
and boundary conditions for heat transfer, moisture transport
and mechanical analysis, only one-eighth of the problem, shown
in grey in Fig. 8(a) is considered.
The RVE used in this case, comprising a plane wave textile
composite, is shown in Fig. 9(a). The geometry parameters for
the RVE are shown in Table 1. Both macro-structure and RVE are
discretised with tetrahedral elements with 780 elements in the
case of macro-structure and 10,285 elements in the case of the
RVE. An example of the yarn directions for the currently used
RVE calculated from the potential flow analysis is shown in Fig. 9
(b). For the matrix material, thermal conductivity, density, specific
heat and moisture diffusivity are 190 kg mm/s3C, 1.2  106 kg/
mm3, 805  106 mm2/s2C and 2.8  106 mm2/s respectively,
while the corresponding values used for the yarns, with the same
units, are 1030, 2.53  106, 1000  106, 1.46  107, 230 and
0.26. For the mechanical RVE analysis, the matrix and yarns are
assumed to be isotropic and transversely isotropic materials
respectively. The material properties used are shown in Table 2.2 2.5 3
1 1.5 2 2.5 3
1.05
1.1
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1.2
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1.45
1.5 x 10
6
(b)
(c)
the case of heat transfer, moisture transport and mechanical RVEs.
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model on the macro-mesh, shown in Fig. 8(b), is verified by
exposing it to temperatures of 25 C, 60 C and 80 C for 112 days.
The moisture concentration is kept at 100% throughout the
domain. Comparison between the simulation results recorded at
point B (shown in Fig. 8(b)) and the model prediction using the
degradation model given in Eq. (44) is shown in Fig. 11. Both
degradation model and simulation results are in excellent agree-
ment, verifying the numerical implementation.
Before starting the actual multi-scale and multi-physics analy-
sis, convergence studies are performed for all the three type of RVEsFig. 12. Temperature and moisture concentration fields
Fig. 11. ð1xÞ, simulation versus model results.(heat transfer, moisture transport and mechanical) for the calcula-
tion of the homogenised matrices. In the convergence analysis, 1st,
2nd and 3rd order approximations are used based on hierarchic
basis functions [36]. The corresponding degrees of freedom in the
case of heat transfer and moisture transport are 2364, 16,214 and
51,836 respectively, while for mechanical case the degrees of free-
dom are 7092, 48,642 and 155,508 respectively. Diagonal elements
of the homogenised matrices KT and Dc and C in the case of heat
transfer, moisture transport and mechanical RVEs are plotted ver-
sus the order of approximation and are shown in Fig. 10(a)-(c).
There are some noticeable difference as a result of increasing the
order of approximation from 1 to 2 but further increasing the orders
of approximation has no significant effect. Therefore, approxima-
tion order of 2 is selected for the CH for all three types of RVEs, as
the computational cost will increase dramatically with 3rd approx-
imation with very little effect on the results.
Both macro-level thermal and moisture transport problems are
solved with time step of 10 days for total time of 1000 days. Heat
transfer reaches equilibrium very quickly as compared to the
moisture transport analysis due to its higher value of thermal
conductivity. At the end of the simulation, temperature and mois-
ture concentration fields are shown in Fig. 12(a) and (b) respec-
tively. Furthermore, at each time step the damage variable
ð1xÞ is calculated from both the temperature and moisture
concentration fields, see Fig. 13(a). As expected, the area near
the top surface of the plate degraded more as compared to the
bottom surface due to the higher temperate and moisture con-
centration. Vertical displacement uy at the end of simulation is
shown in Fig. 13(b), while vertical displacements relative to the
first time step for points A, B, C and D (identified in Fig. 8(b))
are shown in Fig. 13(c). It is clear that this increase in verticalat the end of simulation for the numerical example.
Fig. 13. ð1xÞ, vertical displacement fields and relative displacement versus time for the numerical example.
30 Z. Ullah et al. / Computers and Structures 181 (2017) 21–31displacement at constant load is due to the degradation of the
macro-structure stiffness.8. Concluding remarks
In this paper, an ongoing work, consisting of a coupled
hygro-thermo-mechanical computational framework based on
multi-scale CH is described for textile based FRP composites. A
degradation model is developed from the experimental data for
the mechanical properties of FRP composites and is incorporated
in the computational framework. The numerical formulation and
corresponding implementation of the degradation model are
described. Numerical implementation of the RVE unified boundary
conditions and the associated computation of homogenised stresses
and stiffness matrix are also given in detail. For the accurate mod-
elling of the textile RVE for the thermal, moisture transport and
mechanical analyses, convergence studies based on the hierarchic
basis functions are also conducted. For the mechanical analysis,
matrix and yarns are considered as isotropic and transversely iso-
tropic materials respectively. For the transversely isotropic materi-
als, principal directions are calculated using potential flow analysis.
The proposed computational framework is designed to take
advantage of high performance computing for distributed memory
computer architectures, leading to an efficient code even for large
computations associated with multi-scale and multi-physics
algorithms. A three-dimensional numerical example is presented
to demonstrate the correct implementation and performance of
the proposed computational framework. The degradation model is
sufficiently general to allow it to be applied to different composites
and fitted to different experimental data.Acknowledgements
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